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Accuracy
PharmaSmart equipment complies with the
ANSI/AAMI/ISO 81060-2:2013 standard for blood
pressure measurement accuracy.

Measurement Range
Systolic 50 – 255 mmHg
Diastolic 25 – 220 mmHg

Measurement Method
Oscillometric method employing
stepwise pressure deflation technique.

Overpressure Limit
290 mmHg maximum

Patented Cuff
Arm Size Circumference of 18 cm to 43 cm
(7 in – 17 in)

Test Time
Typically less than 1 minute

DIAGNOSTIC

Operating Temperature
0ºC to 40ºC (32ºF to 104ºF)

Storage Temperature
-20ºC to +65ºC (-4ºF to 149ºF)

Operating Humidity
to 90% Non-condensing

Storage Humidity
to 90% Non-condensing

Peripherals
Thermal printer, Smart Card
read/write interface, 2D barcode
reader, USB port, a calibrated
scale with rated accuracy of
+/-1.2lbs

Internet Connectivity Options
Ethernet, Wireless, Cellular M2M

Input Power
100 – 240 V, 50 – 60 Hz, 1.3 amps
3-wire grounded outlet

Display
54.61 cm (21.5 in) touch monitor, HD LCD
(1920x1080 resolution)

Displays systolic and diastolic pressures, pulse rate. 
Optional weight/body mass index, and optional upload
of personal glucose meter data via USB.  
Provides instructions and health information.
Available for customization and/or advertising.

Handicap Accessibility
Wheelchair accessibility for left and right arm blood 
pressure measurement.  ADA compliant.

OPERATING

Height
155.45 cm (61.2 in)

Width
60.96 cm (24 in)

Depth
83.82 cm (33 in)

Weight
91.63 kg (202 lbs)

PHYSICAL DIMENSIONS
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Backed by Evidence, Trusted by Physicians. Don’t Settle For Less.TM


